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CERTIFIKAT O KALIBRACIJI / CALIBRATION CERTIFICATE

Applicant

Instrument

Calibration method

Environmental conditions

Calibration period

Rezultati
Results

/ Performed by / Approved by / Date

Rezultati se nanašajo izključno na kalibrirane primerke. Results relate only to the calibrated items.Laboratorij za tehnološke meritve
Univerza v Mariboru
Fakulteta za strojništvo
Smetanova ul. 17, 2000 Maribor
tel.: +386 2 220-7587
fax.: +386 2 220-7586

Proizvajalec
Manufacturer
Tip

Serial no.

Type
Serijska številka

Primerjava izmerjene vrednosti z dolžinskim etalonom - SOP 40

Temperatura (20 ± 0,1) °C

Rezultati kalibracije so podani na straneh 2 do 3

Reproduction of the complete certificate is allowed. 
Parts of the certificate may only be reproduced with 
written approval of the calibration laboratory.

Dovoljeno je razmnoževanje celotnega certifikata. 
Razmnoževanje posameznih delov je dovoljeno samo s 
pisno odobritvijo laboratorija.

Št. certifikata / Certificate no.1 3stran / odpage 13750-LTM-25

LTM Maribor

Negotovost
Uncertainty

The reported expanded uncertainty of measurement is stated as the standard 
uncertainty of measurement multiplied by the coverage factor k = 2, which 
corresponds to coverage probability approximately 95 %.

Sledljivost
Traceability

Pri  meritvah so bili uporabljeni etaloni, ki so sledljivi na primarni etalon za 
dolžino.

The measurements have been executed using standards, which are 
traceable to primary standard of length.

Razširjena negotovost meritve je podana kot standardna negotovost 
pomnožena s faktorjem k = 2, ki ustreza intervalu zaupanja 95 %.k

Kalibracijska metoda

Pogoji okolja
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Merilni rezultati 
Measurement results 
 
Zap. 
št. 

Nazivna dolžina / 
Nominal length 

Ln v mm 

Razbirek na etalonu / 
Reference value 

Le v mm 
1 10 10,0000 
2 20 19,9991 
3 30 29,9992 
4 40 39,9981 
5 50 49,9984 
6 60 59,9973 
7 70 69,9975 
8 80 79,9966 
9 90 89,9967 

10 100 99,9960 
11 110 109,9962 
12 120 119,9957 
13 130 129,9959 
14 140 139,9956 
15 150 149,9958 
16 160 159,9956 
17 170 169,9958 
18 180 179,9958 
19 190 189,9960 
20 200 199,9962 
21 210 209,9964 
22 220 219,9968 
23 230 229,9971 

Zap. 
št. 

Nazivna dolžina / 
Nominal length 

Ln v mm 

Razbirek na etalonu / 
Reference value 

Le v mm 
24 240 239,9973 
25 250 249,9976 
26 260 259,9978 
27 270 269,9980 
28 280 279,9982 
29 290 289,9982 
30 300 299,9983 
31 310 309,9984 
32 320 319,9983 
33 330 329,9984 
34 340 339,9984 
35 350 349,9986 
36 360 359,9986 
37 370 369,9987 
38 380 379,9985 
39 390 389,9986 
40 400 399,9985 
41 410 409,9986 
42 420 419,9985 
43 430 429,9986 
44 440 439,9986 
45 450 449,9987 

* Razbirek na etalonu predstavlja “pravo” pravokotno razdaljo med izhodiščno ravnino in sredinsko 
točko merjene ravnine 
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Izmerjene dolžine veljajo za temperaturo 20 C in za stanje merila med kalibracijo. Za korekcijo 
merilnih rezultatov na temperaturo 20 °C je bila uporabljena temperaturna razteznost 
α = 11,5·10-6 K-1.  
Measured lengths are valid for temperature 20 °C and for condition of gauge as it was during 
calibration. For the correction of the results to temp. 20 °C a temperature expansion coefficient  
α = 11,5·10-6 K-1 was used. 

Merilna negotovost 
Uncertainty of measurement 
 

     ܷ =  ඥ(0,1 μm)ଶ + (0,5 ∙ 10ି଺ ∙   ୬)ଶܮ

Uporabljeni etaloni in merilna oprema 
Applied standards and measurement equipment 

Etalon Proizvajalec Tip Oznaka Št. kalibracije 
Standard Manufacturer Type Identification Calibration No. 

Laserski interferometer HP 5528A 2532A02451 13555 -LTM-25 
Induktivno tipalo Mahr 1320/1 1826 13245 -LTM-23 
Merilnik temperature JENAer Meßtech. TEMP 14 300430 LMK0723I856-860 

Opomba 
Remark 
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